v DIGI. DPS-5600I1

Interval type Multi-interval Single interval Operation console
Capacity Max.3/6kg  Max.6/15kg Max.15/30kg Max.30/601b  Max.301b Display panel ---------------- TFT LCD color (15 inches) touch panel . .
Scaleinterval  e<1/2g  e=2/Sy  e=5/0g e=001/002b =001l Operationkeys Mechanical keys and touch screen High performance prepack scale printer

Weighingrange ~ 20g-6kg ~ 40g-15kg  100g-30kg =0.01/0.021b  0.20-301b Memory for programmable files  18GB

Thermal printer General
Label type Die-cut label Linerless label Power source and - - AC120V;60Hz; 1.5A, 125W
Label width 25-80mm/0.98-3.1inches  44-59mm/ 1.73-2.3 inches power consumption " AC220-240V;50/60Hz; 1.0A, 125W
Label length 20-150mm/ 0.79-5.9 inches ~ 20-500mm/ 0.79-19.7 inches * )
* Maximum printing length is Net Welght
300mm/ wﬁgmmﬁ, ’ + Main unit (Standed configration)  « Single labeler type: 16.5 kg/36.4 Ib
. ; + Main unit (Modular configration)  « Single labeler type: 19.7 kg/43.4 |b
Dot densit 12 dot/| 300d
Sy ot/mm( Pi « Twin labeler type: 25.7 kg/56.7 |b
Label roll diameter Max. 210 mm (8.2 inches) * Scale platform 3.8kg/8.41b
Label roll core diameter------- 76 mm (3.0 inches
( ) Operation humidity -------------- 90%RH(max.) with no condensation
Dimensions

Standard Configuration
DPS-5600I1 LL

] Vi

[

Modular Configuration
DPS-5600MI1 LL

( € L 230 = With optional stand

“Specifications are subject to change without prior notice.
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The DPS-5600I1 strongly supports the increasing
need for label print requirements

The need for label print content to efficiently promote merchandise and to meet regulations has been increasing.
This makes the labeling operation a lot more complicated. The DPS-5600II has extra-large memory capacity to
contain all the necessary information to print, and makes the labeling operation as simple as possible.

Two configurations to select from according to the place to install

DPS-560011 [l

Standard configuration

- —] TENDERLOIN STEAK

DPS-5600Il requires less floor space and
labels can be easily removed from the angled design.
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User friendly extra-large
15" full color touch screen

e Preset and frequently used function
keys can be assigned for quick access. Size,
color and location can be changed to suit
your operation.

e Label print content can be previewed
on the display, helping to prevent labeling
errors.

e Extremely large memory easily supports
increasing need for print items.

Various supplemental labeling
with second printer option
Second labeler option is available to print
supplemental labels such as ingredients, reci-

pes or POP labels which help promote sales
or satisfy regulations.

Easy label change

Very quick label roll exchange with minimum
down time can be achieved with the simple
spooling structure.

TENDERLOIN STEAK

BORN, RAISED, HARVESTED IN USA
PACKED ON _ USE BY PRICE/kg  WEIGH
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SAFE HANDLING INSTRUCTIONS

THIS PRODUCT WAS PREPARED FROM INSPECTED AND PASSED MEAT AND/OR
POULTRY. SOME FOOD PRODUC RIA T

GAUGE ILLNESS IF THE PROBUCT 1S MISHANDLED O COOKED wnnousmv
FOR YOUR PROTECTION, FOLLOW THESE SAFE HANDLING INSTRUCTIONS.

KEEP REFRIGERATED OR FRO;
AW TN AR GERAT OB O M HOWA

KEER RAW MEAT AND POULTRY SEPARATE FROM OTHER FOODS
WASH WORKING SURFACES (INCLUDING CUTTING BOARDS),
UTENSILS, AND HANDS AFTER TOUCHING RAW MEAT OR POULTRY.
o)

COOK THOROUGHLY. KEEP HOT FOODS HOT. REFRIQERATE
O\EFTOVEHS IMMEDIATELY OR DISCARD.
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Actual size

New 80mm width
300 dpi thermal head

A new 300 dpi thermal head enables clear
and crisp label print. The 80mm of print width
still allows large label sizes to be used for
more information when needed. Head
security function is equipped as standard, to
prevent dot missing.

Modular configuration

DPS-5600MlI provides flexibility in the layout
of the console and labeler, even to mounton a
hand wrap station.

ROASTED CHICKEN

LEMON-HERB SAUCE

ICKEN, SALT, MUSTARD
AR, LEMON JUICE, HONEY

RED PEPPER,ONION

ROASTED CHICKEN
LEMON-HERB SAUCE

ICKEN, SALT, MUSTARD,,
GAR, LENON JUICE, HONEY
E,RED PEPPER,ONION
COLORING) , NATURAL

CE AND COLO
FLAVOR CORN STARCH

POV
FLAVOR CORN STARCH
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No more wasted white space
on big labels

The auto-label-sizing feature eliminates
unused space on the label and auto-
matically adjusts the label size. This reduces
the label cost and makes labels more
attractive.

DPS-5600MII LL
With optional stand

Featuring linerless labeling

A new dimension for backroom operations.
Eliminate liner waste and increase flexibility and profits.

100% MONEY-BACK GUARANTEE
Tender, Juicy, Delicious.

Increased flexibility in
label format

The auto-cut feature cuts from a continuous
strip of linerless labels every time a label is
printed. Variable label layouts and sizes can
be printed from a single roll.

PASTURE RAISED PORK

POP label variations

Linerless label is available in different color
options. On-demand POP label print
strongly supports in-store sales promotion
and efficient operation.



